FlushsSash

VEKA FlushSash Casement
Windows provide a flush
casement appearance
that can suit traditional
property styles.

VEKA

U-Values
with Triple
Glazing as low as:
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U-Values
with Double
Glazing as low as:

S vv1/r'nzz+<

Available in a large
assortment of colours
and woodgrain
options from
the Variations
range
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Test Results

Window type: Top hung reinforced

Window type: Side hungreinforced

Max sash sizes (wxh) 1376mm x 1376mm Max sash sizes (wxh) 776mm x 1526mm
Air permeability Class 3 Air permeability Class 4

Water tightness Class E1050 Water tightness Class BA
Resistance to wind AE2400 Resistance to wind A3

Exposure category 2000+ Exposure category 1200
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Official Police Security Initiative

Features and Benefits

Authentic timber look exterior

- The sash sits flush within the frame, creating
atraditional appearance similar to timber
windows.
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- Slimline aesthetic
Narrow profiles and clean edges offera
sleek, understated finish suited to both

_é period and contemporary properties.

‘ X ‘ Thermal performance
5 ?"' § Multi-chambered profiles and the option for
\ N \ triple glazing support defined insulation and
ANIN thermal performance values.
Low-maintenance PVCu
3 PVCu construction is designed to
-~ reduce routine maintenance.
Maximum sash sizes
Top hung: 1376mm (w)x 1376mm (h)
—-© Side hung: 776mm (w)x 1526mm (h)
Outer frames
56mm, 70mm and 85mm outer frames
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- b 64mm or 70mm mullions
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« 28mm bevelled « 32mm bevelled
%’ﬂ@ « 28mm sculptured
Fﬁ — Ancillaries
Frame extensions, thermalinserts, cillsand weathering trims
e 150 4) Range of coupling options

Range of bay pole options




